Wood decks treated properly can last for How To CLEAN YOUR
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Green Cleaning Product’s Oxy All Wood
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We 100% guarantee the results.

The reward of cleaning a deck properly

is huge. As the mold and mildew stains,
and the greying of the surface from UV
damage disappears, the glorious colour
and texture that is wood is restored and
your deck looks bright and new again.
After cleaning with Oxy All Wood Wash,
sealing the wood is highly recommended.
We always recommend C2 Guard
products for long term protection.

Once mixed with water, Oxy All Wood

Wash solution’s life is only 4-6 hours

before it biodegrades back into water

and oxygen. This is what makes our

product the greenest on the planet.

Same Deck After

Oxy All Wood Wash

For more information on cleaning wooden decks,
watch the video on our website

www.greencleaningproducts.ca A complete step-by-step guide




Oxy All Wood Wash is a must before staining,
sealing, or pressure washing.

If you don’t get rid of the spores on the wood before sealing then you may be
essentially creating a perfect incubator which will cause the sealer or stain to fail
much faster than when applied over a properly cleaned wood surface.

Pressure washing a wooden surface without prior cleaning can make the situation
worse by driving the spores deeper into the wood while spreading the mold to all
surrounding areas.

Cleaning Instructions Works with hand scrubbing > Maintaining A Clean Deck

1. Add 125 ml of Oxy All Wood Wash (1/2 cup or pressure washing.

or 3 capfuls per gallon) to 4 L of water in a EQUIPMENT NEEDED
bucket. If available, warm water dissolves

best. Mix well until the granules are dissolved.

Annual cleaning with Oxy All Wood
_ of Wash plus regularly sweeping off debris
« Oxy All Wood Wash A" ; > like dirt, leaves, pine needles etc. will help

. e our deck last and look better longer.
. Allow solution to activate for 15 minutes while x Y .
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millions of tiny oxygen bubbles are released. 9 Reseal or restain if your deck is showing

. Pour solution into the pump sprayer. Stiff bristle deck brush g — signs of wear.
(if cleaning manually) i
. Wet an area only large enough that you can or

keep wet while working. If it dries, respray to Pressure washer ;
wet. The solution will foam when it hits the (if cleaning mechanically) iz you are set to enjoy the warm weather,
contaminants as the oxygen bubbles lift and entertain or just sit back and admire your
loosen all dirt, moss, algae, and fungus onto COVERAGE Oxy-cleaned beautiful deck!
the surface to be easily removed. Let solution * 850 g will clean 600-900 sq. ft.

sit and work for about 10 minutes. « 4.5 kg will clean 3,000-4,000 sq. ft.

. Scrub with a stiff brush, along the wood « 18 kg will clean 12,000-16,000 sq. ft.
grain, then hose off the “gunk” with water.

After cleaning and sealling/staining,

. Spraying and scrubbing in sections keeps the
“gunk” (algae, UV damaged fibres, and dirt)
wet and easy to hose off with a garden hose
and nozzle.

Time your work to avoid the hot sun, as the
solution will evaporate before it has a chance
to loosen the debris, moss, algae, and fungus.

Always read the instructions on the container

7. Repeat in small sections until complete. e aalning The teak,
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If pressure washing, skip steps 5-7 and use a Safe for all woods with the exception of
pressure washer at 1000 psi or less to spray off Redwood where the colour may be affected.
the surface “gunk”. This method is quicker.



